
Acces s codes

Thereare two User codesused in thesystem, all
are4 digit and can beset to any number from
0000 to 9999, signified by:

Theuser 1 and 2 codeshave thesameoperation
for testing, Setting and Unsetting, but user 1
codewhich isusually considered to be the
Managerscodehas theauthority to add, change
or delete theuser 2 codeand Duresscode.

� User 1 code - 0123 factory set

� User 2 code - not programmed.

How to operat e Persona l Attack

Personal Attack buttonson thekeypad areused
to activate thealarm, irrespectiveof whether the
system isarmed or not.
PressSimultaneously:

How to unse t syste m in alarm

Enter your code. Entering thecodewil l turn the
alarm off and thecauseof thealarm wil l be
displayed. After investigation pressReset to
clear the indication.

Note: If thealarm indication doesnot
clear, then thesystem may need to be
reset by the installation engineer, contact
you installer for further information.

Program s 1, 2 and 3

Thepanel uses3 Part Set routinesknown as
Programs. In each Program theexit modecan be
changed and thezonemay beset up to havea
different function.
Theexamplesbelow show how 3 typical
Programscould beused in ahouse.

Program 1 To arm all of thezonesand become
Set as theuser leaves theproperty and closes the
final door.
Program 2 To protect theperimeter of the
property in theevening and becomeSet after say
20 seconds.
Program 3 To protect thedownstairsareasof
thehouseat night and becomeSet silently.

Theabovearepurely examples. The installer has
theability at theprogramming stage to configure
all thecircuits to thecustomer’sexact
requirements.
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How to set the syste m (on
progra m 1)

Thegreen Day indicator should beshowing.
Enter your code
number and check
that thesystem is
clear (noneof the
zone indicators
areshowing). The
sounder wil l now
producean exit
beep toneand you
should leaveby
theapproved

route. Thesystem wil l Set as thebeep tonestops.

Push to Set Switch

In somesystemsaPush to Set switch may be
fitted outside thepremisesnear to themain exit
door. Thisshould beused to complete thesetting
procedureonce thebuilding hasbeen vacated.
As theswitch isoperated, theexit beep tonewill
stop and achime tonewil l beproduced to
acknowledgesetting.

Keyswitc h Set

Your system may havebeen fitted with a remote
keyswitch. Thiscan beused asan alternative to
arming thesystem with acodeand wil l set
Program 1.
Whereakeyswitch isused it may benecessary
on occasions to allow it to catch up with the
system. For example if thealarm wasset with a
code, to Unset with thekeyswitch, it would have
to bemomentarily turned to Set then returned to
Unset.

Fault s durin g setting

If thesystem isnot clear when you try to Set it,
thesounder wil l producean open zone toneand
the fault wil l bedisplayed. Either re-enter your
code to turn off and investigateor omit the faulty
zone(s) from thesystem.

How to unse t the syste m (turn
off)

On entering thepremisesan entry beep tone
comes on. Enter your code, thegreen Day
indicator is lit . Thesystem isunset and
disarmed.

How to set program1, 2 or 3

Thegreen Day indicator should beshowing.
Enter your code
number and the
exit beep tone
wil l start. Press
theProg key and
theexit tonewill
stop. Press1, 2
or 3 for the
required
program, the
sounder will
beep to
acknowledge the
program number.

Theexit beep tonewil l start and you should
leaveby theapproved route. Thesystem wil l Set
as thebeep tonestops.

It is important that you follow thecorrect
procedurewhen setting thesystem. After leaving
theprotected area it isabsolutely essential that
you wait until theexit tonestops, before
assuming thesystem hasset.
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How to Quic k set

During theexit period (on entering User code)
thesystem may beSet
quickly by pressing Set.
This removes theexit time
period.

If you omit zonesand
requireQuick Set, you will
need to pressSet twice.

How to Omit zone(s ) on setting
system

During theexit period after entering User code
and selecting a
program press
OMIT, theexit tone
wil l stop and zones
that areabout to be
armed wil l be
displayed. Key in
thezonenumber(s)
to beomitted which
wil l flash to confirm
selection. Zone
indicatorswhich
show steady arestill
about to bearmed.
When theselection
iscompletepress
Set and theexit tone
wil l start.

If azone refuses to beomitted, it may be
because theengineer hasprogrammed thepanel
to prevent you from turning off thezone. If in
doubt ask your installer for advice.

Fire Alarm

The firezonewil l operateon detection of a fire,
whether thesystem isSet or Unset, when
configured asa24 hour zone, and causea
distinctive internal sounder tone. Theexternal
sounderswil l pulseon and off at 2 second
intervalsand all keypad indicatorswil l flash to
attract attention.

How to set Chim e Zones

Chime isa low security monitoring system for
usewhen thesystem isUnset. When azone that
is set to chime isoperated, the internal sounder
wil l producea low volume two stagewarning
toneand theZone indicator wil l show. The
indicator may becancelled by pressing Reset.
Chime isparticularly useful in ashop to warn of
acustomer presenceor in ahouse to warn that a
door or particular areahasbeen accessed.

Any zonemay set to beon or off chimeby
pressing theCHIME key and then keying in the
required zonenumber(s). Key 0 to cancel all
zones from chime. After a few seconds the
system wil l automatically return to theDay
mode.
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Operator’ s Progra m mode

The information below shows theprogrammable
optionsavailableand how to change them.

Once theprogramming modehasbeen accessed,
each section may bechanged in any order. As
each operation iscompleted thesystem will
automatically return to top level of program
mode.

Note: When programming thesystem
should be in theDay mode, with theDay
and Power indicators lit.

To exi t operatio n at any time

On pressing theReset key you wil l quit the
current level of operation.

How to enter Operator’ s program
mode

To enter theOperator’sprogram mode the
system should be in Day
modewith theDay and
Power indicator lit.

How to view the event log

Thepanel can hold up to 8 previousevents
which can bescrolled automatically or manually.
Theautomatic scroll startswith thenewest event
( number 8) to theoldest one ( number 1).
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Reset Quit the current function
Leave Engineering menu
Down one menu level

Prog
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Tamper Day

ZONE 1 - 8
Momentaril y On

Acknowledge

Reset

View the event logChime
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View event 1
(oldest event)

View event 2

View event 3

View event 4

View event 5

View event 6

View event 7

View event 8
(Newest event)

Automatic event scroll
Starting from event 1 to 8

To manually scroll

Resume
automatic scroll

Zone, PA and
Tamper indicators
will be lit to
show zone in
alarm.
Flashing indicates
the first zone in
alarm.
Day indicates
status of panel
at the time of alarm

Leave program mode

Stop event scroll / view

Tamper

Day TamperAcknowledge

Tamper

Enter Operator’s program mode

Chime

Example: To view up to
8 previous events and thereafter
to stop the event scroll, Press:

ChimeProg 0 1 2 3

Reset



How to create/omi t User 2 code

User 1 codewhich isusually considered to be
theManagers
codehas the
authority to add,
changeor delete
theuser 2 code.

How to chang e curren t user code

You can change thecurrent user 1 or user 2
code for security
reason.

How to create/change/omi t the
Dures s code

TheDuresscode isused in ahold up situation
where there ispressure to Set or Unset the
system. Entry of thecodewil l allow thesystem
to work normally but also generateasilent PA
typealarm by operating thePA communicator
output. Theduress code in not preprogrammed
and can becreated.
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Attack

Leave program mode

Day Tamper

Attack
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Enter Operator’s
program mode

Example: To create user 2
code 4567, Press:

Prog 0 1 2 7

Reset

3

4 5 6 7

Reset

Change the code of Current
user (either User 1 or User 2)
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ZONE 1-4
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Current user new code

ZONE 1-4

Risin g beeps

Attack

NOTE - Factory default code for
User 2 is not programmed

Leave program mode

Day Tamper

Attack

Acknowledge

NOTE - The sounder will produce
a flat beep if code is rejected.

Enter Operator’s program mode

Example: To change user 1
code from 0123 to 7777, Press:

Prog 0 1 2 8

Reset

3

7 7 7 7

Reset

Change / Omit the Duress
Code (By user 1 only)

9

ZONE 1-4

n n n n

New duress code

ZONE 1-4

Risin g beeps

Attack

Leave program mode

Day Tamper

Attack

Acknowledge

Enter Operator’s
program mode

Example: To createduress
5555, Press:

Prog 0 1 2 9

Reset

3

5 5 5 5



How to carr y out Alar m and Walk
tests

Thealarm test function
allowsyou to test the
Strobe, Bell, Low and
high volumesounders
of thesystem.

Thewalk test function
allowseach detector to
be checked in order to
verify that they are
functioning correctly.

Servicing
organisatio n details

Servicing organisation name:

______________________________________
Telephonenumber:

______________________________________
Dateof installation:

______________________________________
Account Number:

______________________________________
Installation Date:

______________________________________

Bell Time:_____________________________

Bell delay______________________________

Area
protected

Program
1

Program
2

Program
3

Zone1

Zone2

Zone3

Zone4

Zone5

Zone6

Zone7

Zone8

T = Timed (Entry/Exit - Zone)
TI = Time Inhibited (Accesszone to keypad)
I = Immediate (Al l zonesarmed to give full
alarm)
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Attack

x1 for zone 1
x2 for zone 2

|
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Rapid for PA

Rapid for Tamper

Zones

Strobe
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Bell test3
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Walk test6

Strobe On

Bell on

internal low
volume sound
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volume sound

Strobe On

Day

Day

Day

Day

Day

OFF0 Day

Exit current level

Leave program mode

Day Tamper

Attack

Acknowledge

Appropriat e zone lights
are lit(latched)

Attack

Tamper

Press zero to turn off
options 2,3,4 and 5
before selecting a new one

Enter Operator’s program mode

Example: To start bell test and thereafter to stop bell test.

3Prog 0 1 2 3 0 Reset0 Reset



Quic k Reference
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